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This Safety Alert Symbol Indicates Important
Safety Messages In This Manual When You

See This Symbol Carefully Read The Message
That Follows and Be Alert To The Possibility
Of Personal Injury Or Death

I[F THIS MACHINE IS USED BY AN EMPLOYEE OR IS
LOANED OR RENTED, MAKE ABSOLUTELY CERTAIN
THAT THE OPERATOR(S), PRIOR TO OPERATING:

1. IS INSTRUCTED IN SAFE AND PROPER USE.

2. REVIEWS AND UNDERSTANDS THE MANUAL(S)
PERTAINING TO THE MACHINE.

751253

BEFORE STARTING ENGINE

STUDY OPERATOR'S MANUAL SAFETY MESSAGES
READ ALL SAFETY SIGNS ON MACHINE
CLEAR THE AREA OF OTHER PERSONS

LEARN & PRACTICE SAFE USE OF
CONTROLS BEFORE OPERATING

IT IS YOUR RESPONSIBILITY TO UNDERSTAND AND FOLLOW MANUFACTURER'S INSTRUCTIONS
ON MACHINE OPERATION, SERVICE, AND TO OBSERVE PERTINENT LAWS AND REGULATIONS.
OPERATOR AND SERVICE MANUALS MAY BE OBTAINED FROM YOUR EQUIPMENT DEALER.
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IMPORTANT: The safety messages contained in this man-
ual are to be used together with the Safety Messages ap-
pearing in the tractor operator’s manual. Be sure to review
both carefully before operating the tractor snow caster

combination.

CAUTION: Regard your snow
caster as a piece of power
equipment and be sure this is
understood by all who operate
it.

CAUTION: Never allow chil-
dren or young teenagers to op-
erate the tractor and snhow
caster.

CAUTION: Be sure you know
how to stop the tractor and
auger at a moment’'s notice.

CAUTION: Check the tractor
and caster to make certain
both are in good operating con-
dition.

CAUTION: Fill gas tank out of
doors and avoid spilling gaso-
line. Do not fill tank with gaso-
line while smoking or while en-
gine is running.

CAUTION: Keep the area of
operation clear of all persons
particularly small children.

CAUTION: Stop engine and dis-
engage attachment drive
clutch when tractor is un-
attended.

CAUTION: Give complete and
undivided attention to the job
at hand.

CAUTION: Disengage attach-
ment drive clutch when some-
one approaches.

CAUTION: Extreme caution
should be exercised under slip-
pery conditions. Reduce for-
ward speed. Install tire chains
and wheel weights to traction
wheels for added safety.

WARNING: Contact by any
part of the body with the rotat-
ing snow caster auger can re-
sult in serious injury.

Extra care should be used
around exposed areas such as
the auger and discharge chute.

ALWAYS:

1. Disengage the attachment
drive clutch,

2. shut off tractor engine,

3. set parking brake, and

4. wait for all motion to stop.

BEFORE approaching or allow-

ing anyone else to approach

the front of the tractor to:

1. clear the auger or discharge
chute,

2. change position of chute
deflector,

3. service or adjust snow cas-
ter or tractor, or

4. for any other reason,

CAUTION: Disengage attach-
ment drive clutch when trans-
porting.

CAUTION: Disengage the at-
tachment drive clutch when
starting engine and when
transporting the snow caster.
Before the first snowfall, the
area in which snow removal is
to take place should be cleared
of all stones, sticks, etc., which
might be picked up by the
snow caster. OBSTACLES
SUCH AS DRIVEWAY MARK-
ERS, WATER OR GAS SHUT
OFFS, ETC. SHOULD BE
MARKED SO THEIR LOCA-
TIONS UNDER THE SNOW
ARE VERY OBVIOUS.




CAUTION: Never direct snow
discharge at people or build-
ings.

CAUTION: Never attempt to
service or make adjustments
while the snow caster or
tractor is running.

CAUTION: Do not allow any-
one other than the operator to
ride on the tractor or to be
towed behind.

IMPORTANT: Always install new decals whenever

the old decals are destroyed, lost,
painted over or illegible. When
individual parts are replaced that have
decals attached, be sure to install a
new decal with the new part.
Replacement decals are available
from your factory authorized Dealer.




INTRODUCTION

This Operator's Manual is for the Models S80, R80, Read this manual before operating your snow caster.
P80, N80, S84, R84, P84 and N84 Snow Caster. This See your factory authorized dealer for parts or repairs.
Operator’s Manual includes:
(a) Safety Rules The \{vord.s “Right"', “!.eft", .“Frqnt”, and ““Rear”’ as
used in this manual indicate directions when you are in
(b) Installation Procedure the operator’s seat in the normal operating position.
(c) Operating Procedure NOTE: Ingersoll Equipment Co., Inc. reserves the
right to make improvements in design or
(d) Adjustments changes in specifications at any time without
incurring any obligation to install them on
(e) Maintenance units previously sold.

FIGURE 1 Tractor with Snow Caster, Rear Weight Kit,
Tire Chains and Flow Control Valve

ATTACHMENT APPLICATION CHART

MODEL SIZE TRACTOR MODEL
(Beginning with PIN 9646800)

N, P, R, S-80 38" (965 mm) 210, 220, 222, 224, 226

N, P, R, S-84 48" (1.22'm) 222,224, 226, 442, 444, 446, 448




PREPARING FOR SNOW REMOVAL

To become familiar with the controls, operate the
tractor and snow caster in a clear area before re-
moving snow. The more familiar you become with the
snow caster the better results you will have in its use.

A light coat of wax applied to the inside surfaces of the
discharge chute and deflector will help to prevent
snow and slush from sticking. The inside of chute and
deflector should be waxed several times during the
snow removal season. Use any good commercial
grade of paste wax or spray silicone which is available
from your dealer or from your local hardware store.

Allow ample engine warm up time before starting
snow removal.

CAUTION: Do not allow any-
one other than the operator to
ride on the tractor or to be
towed behind.

Best results are obtained when snow is removed as
soon as possible after it falls.

Check each item covered in the ‘“Adjustments’” and
““Maintenance’’ sections of this manual before opera-
ting the snow caster.

CAUTION: Disengage the at-
tachment drive clutch when
starting engine and when
transporting the snow caster.
Before the first snowfall, the
area in which snow removal is
to take place should be cleared
of all stones, sticks, etc., which
might be picked up by the
snow caster. OBSTACLES
SUCH AS DRIVEWAY MARK-
ERS, WATER OR GAS SHUT
OFFS, ETC. SHOULD BE
MARKED SO THEIR LOCA-
TIONS UNDER THE SNOW
ARE VERY OBVIOUS.

METHODS OF SNOW REMOVAL

A definite pattern of operation is required to thorough-
ly clean the snow area. This pattern will avoid a se-
cond removal of snow and avoid blowing snow to
right and left, as on long driveway, it is advantageous
to start in the middle. See Figure 2. Work from one
end to the opposite end blowing snow to both sides
without changing direction of discharge chute. If

SNOW REMOVED TO EI{THER SIDE

( START )

FINISH
SNOW REMOVED TO EI{THER SIDE

FIGURE 2

Snow removal conditions vary so greatly from the first
light fluffy snowfall to wet or heavy snow that opera-
ting instructions must be flexible. The operator must
operate according to depth of snow, wind direction,
temperature, and surface conditions.

The auger speed and blowing distance are directly re-
lated to the engine speed. For maximum removal vol-
ume and distance, maintain high engine RPM (three-
quarters to full governed throttle). Operating at lower
throttle settings will increase fuel economy but reduce

snow can only be blown to one side of the driveway,
start on the opposite side. See Figure 3. At the end of
each pass, rotate chute to opposite side for the return
pass. At the end of each succeeding pass, rotate
chute to opposite side to maintain direction of throw
into the same area.

NO SNOW PILED ON LEFT SIDE
START ON LEFT SIDE

&— ROTATE CHUTE TO OPPOSITE SIDE
v

SNOW REMOVED TO RIGHT SIDE ONLY

FIGURE 3

SNOW CONDITIONS

the blowing distance. Always operate the tractor in
low range for safe and efficient snow removal. The
speed control lever should be operated to provide a
ground speed most compatible with the snow removal
conditions.

In extremely deep snow, raise snow caster into trans-
port and remove top layer first. Lower the snow caster
to the ground and repeat process to remove the bal-
ance of snow. Working with repeated passes into and
out of drifts will eventually move even the deepest of
snow piles.




OPERATING PROCEDURE

1. Whenever possible, discharge snow downwind.

CAUTION: Never direct snow
discharge at people or build-
ings.

2. Do not attempt to remove ice or hard packed
frozen snow.

3. Always overlap each pass slightly to assure com-
plete snow removal.

4. Use extreme care when freeing a frozen or stuck
auger or chute. Always turn off the tractor first.

5. |f tractor is equipped with Hydraulic Lift, operate
with lift lever in the “‘float” (full forward) position.
Never apply down pressure to the snow caster.
With the hydraulic lift lever in the ““float’’ position,
the skid shoes will remain on the surface even
though operating on uneven terrain.

WARNING: Contact by any
part of the body with the rotat-
ing snow caster auger can re-
sult in serious injury.

Extra care should be used
around exposed areas such as
the auger and discharge chute.

ALWAYS:

1. Disengage the attachment
drive clutch,

2. shut off tractor engine,

3. set parking brake, and

4. wait for all motion to stop.

BEFORE approaching or allow-

ing anyone else to approach

the front of the tractor to:

1. clear the auger or discharge
chute,

2. change position of chute
deflector,

3. service or adjust snow cas-
ter or tractor, or

4. for any other reason.

OPERATING CONTROLS

ATTACHMENT DRIVE CLUTCH

The snow caster is started and stopped with the at-
tachment drive clutch lever.

See your tractor Operator’s Manual for correct use of
your tractor controls.

ATTACHMENT LIFT LEVER

The snow caster is raised and lowered with the attach-
ment lift lever. Place the attachment lift lever in the
“float”” position when using the snow caster.

CRANK FOR THE DISCHARGE CHUTE

The discharge chute is rotated by turning the crank.
This determines the direction of the discharged snow.

DEFLECTOR FOR THE DISCHARGE CHUTE

The deflector angle is changed by loosening the wing
nuts and tilting it to the desired position and tightening
the wing nuts. This controls the distance the snow is
blown.

TIRE CHAINS AND WHEEL WEIGHTS

The use of tire chains and wheel weights, or rear
weight box is recommended for snow removal opera-
tion. The extra traction resulting gives the tractor op-
erator maneuverability in handling heavy snow remo-
val jobs. These accessories are sold by your dealer and
are not included with the snow caster.

CAUTION: Extreme caution
should be exercised under slip-
pery conditions. Reduce for-
ward speed. Install tire chains
and wheel weights to traction
wheels for added safety.




CHUTE CRANK
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 ~_ CUTTING
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FIGURE 4

ADJUSTMENTS

SKID SHOES

The skid shoes have slotted mounting holes for adjust-
ment. Use the following procedure to change the skid
shoe height:

(a) Raise the snow caster. Shut off the engine.

(b) Place blocking under the snow caster cutting
edge.

(c) Place the hydraulic lift lever in the “float”
position.

(d) Loosen the bolts and raise or lower the skid shoes
to the desired height.

(e) Tighten the bolts.

Skid shoes raised: Snow caster cutting edge very
close to surface. Use on smooth cement or asphalt
surfaces.

Skid shoes lowered: Snow caster cutting edge raised
above the surface. Use on uneven surfaces such as
earth or gravel.

When the leading edges of the skid shoes wear, place
the left skid shoe on the right side and the right skid
shoe on the left side.

The skid shoes can be raised past the cutting edge by
installing them with the offset to the outside. This will
permit the cutting edge to be in contact with the
ground surface. Use this method only when clearing
hard level concrete or asphalt areas.

DEFLECTOR

The deflector has a slotted hole on each side for ad-
justment. To change the angle of the deflector, loosen
the large wing nuts, tilt the deflector to the desired
angle and tighten the large wing nuts.

Deflector tilted upward: Snow is cast higher and
further from the tractor.

Deflector tilted downward: Snow is cast lower and
closer to the tractor.

CUTTING EDGE

The cutting edge can be reversed when the leading
edge wears down.




DRIVE CHAIN ADJUSTMENT
(N, P, R-80)(N, P, R-84)

The drive chain has the proper tension when the lower
strand has at least 1/8" (3 mm) of slack but does not
contact the lower edge of the chain guard. Before
checking the chain tension, manually rotate the auger
until the chain is at its tightest position. (This will
compensate for minor tolerance variations in the chain
and sprockets). Make this measurement when de-
pressing the lower strand midway between the sprock-
ets. Use “normal’’ finger pressure.

The chain will become progressively tighter by moving
the bearing mounting bolts from holes “C" to holes
"“B" to holes ““A". If the chain is too loose and the ad-
justment bolts are in holes “A’”’, remove the special
half link from the chain and move the adjustment bolts
to holes “C".

Q

FIGURE 5 Chain Adjustment
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DRIVE CHAIN ADJUSTMENT-S80, S84

The drive chain has the proper tension when the lower
strand has approximately 1/4’' (6.4 mm) of deflection.

Use the following procedure to check the tension of
the drive chain:

1. Manually rotate the auger until the chain is at its
tightest position.

2. Use “normal” finger pressure to deflect the
lower strand of the chain at a point midway be-
tween the sprockets. A correctly adjusted chain
will have approximately 1/4” (6.4 mm) of deflec-
tion.

Use the following procedure to adjust the tension of
the drive chain:

1. Loosen bolt (A} and nut (C).
2. Turn nut (D) to obtain the proper tension.
3. Tighten nut (C) and bolt (A).

4. Recheck to insure the proper tension exists.

Q

FIGURE 6 Chain Adjustment







